azMIDI – Song Structure
<output>
OUTp:CHn



p=port, n=channel 

<command>
PC:n




n=program change


BANK:n[:v]



n=bank, v=variation



CC:n:v




n=controller number, v=value



SYSEX:b:b:b:b:b:...


b=byte (midi system exclusive message without F0h and F7h)



NOTEON:k:v



k=note, v=velocity



NOTEOFF:k



k=note



HOLDn




n=hold button number



PRESETn




n=preset button number



AUDIOn




n=audio button number

n

n=DEC




decimal number

nH

n=HEX




hexadecimal number

SET

VAR <variablename> = <value>  


DEVICE <devicename> = <output> [<base_pc>] (default 0)



COMMAND <commandname> = “<caption>” ON PRESS “<command>” [ON RELEASE “<command>”]


TEMPO = <time>
PREBUFFER
<audiofile>

UNBUFFER
#<audiofile>

PLAY 

#<audiofile>

PAUSE 

#<audiofile>
STOP

#<audiofile>
ABORT

SEND

^<devicename> <command>

RESET

^<devicename>

RESET

ALL

LYRICS

<lyricsfile>



(variables not allowed in lyrics statements)
LYRICS
OFF

INCLUDE
#<filename>

RUN

#<filename>
NEW SONG
EXEC STEP
<step_id>
EXEC MACRO
<macro_id>
EXEC FOR EACH SONG




(allowed only in config file)


<command>


...


...

SETUP

<setup_type>



(allowed only in config file)

<command>


...


...

END SETUP

QUIT
STEP

<step_id>



(alphanumeric, not allowed in config file)

TITLE
<title>


DESCRIPTION <description>


<command>

...


...

MACRO

<macro_id>


<command>


...


...

AUTOMATION  ^<devicename> <controller> <start_value> <end_value> <time>
WAIT

<time> <command>

;
COMMENTS
“
WHOLE COMMAND OR FILE SEPARATORS

<time>
milliseconds
